
OPTIONAL BASE GROUP 7

12" TYPE B STABILIZED SUBGRADE (LBR 40)

NEW CONSTRUCTION

OPTIONAL BASE GROUP 13

WIDENING

12" COMPACTED SUBGRADE (98% T180)

STANDARD PAVEMENT SECTION

STRUCTURAL COURSE (TRAFFIC C)
1 1/2" SUPERPAVE ASPHALTIC CONCRETE

STRUCTURAL COURSE (TRAFFIC C)
1 1/2" SUPERPAVE ASPHALTIC CONCRETE

COURSE FC-9.5
1" ASPHALTIC CONCRETE FRICTION

COURSE FC-9.5
1" ASPHALTIC CONCRETE FRICTION

P
A

L
M

BE
ACH

Y
T

N
U

OC

FLORID
A

ROADWAY PRODUCTION

AND PUBLIC WORKS
DEPARTMENT OF ENGINEERING

PALM BEACH COUNTY

6"

2'

AT CURB INLETS
TYPE "F" (TYP.)

CURB & GUTTER 
FULL PAVEMENT SECTION

6"

ASPHALT
ASPHALT

BASE

SUBBASE

NO CURB & GUTTER
FULL PAVEMENT SECTION

BASE

SUBBASE

3'

SOD

SHEET DESCRIPTION

INDEX

SHEET NO.

1 KEY SHEET

2

3

10

4

5

11

6

STANDARD 80' RIGHT-OF-WAY (NEW CONSTRUCTION):

STANDARD 80' RIGHT-OF-WAY (NEW CONSTRUCTION):

STANDARD 80' RIGHT-OF-WAY (RESTRIPING):

- 5 LANE ROADWAY
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